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THE ALL NEW



SPESIFIKASI / SPECIFICATIONS

ENJIN / Engine

Jenis Silinder tunggal, 4 lejang, DOHC 4 injap, Sejukan cecair, Tiga Palam Pencucuh, FI
Type Single cylinder, 4 stroke, DOHC, 4 Valve, Liquid cooled, Triple Spark Plugs, FI

Klac Basah, Pelbagai Cakera dengan ‘Assist & Sliiper Clutch’
Clutch Wet, Multiplate with Assist & Slipper Clutch

Kotak Gear 6 Kelajuan
Gearbox 6 Speed

Kapasiti Minyak 13 Liter
Fuel Tank Capacity 13 Litre

Kuasa maksimum 29.41 kW (40 PS) @ 8650 rpm
Max power

Tork maksimum 35 Nm @ 7000 rpm
Max torque

Sesaran 373.27 cc
Displacement

DIMENSI / Dimensions

Panjang 2,156 mm
Length

Jarak Minimum
Dari Tanah

157 mm

Ground Clearance

Berat Isi 182 kg
Kerb Weight

Tinggi 1,112 mm
Height

Jarak Roda 1,453 mm
Wheelbase

Lebar 836 mm
Width

ELEKTRIK / Electrical

Bateri 12V, 8Ah VRLA
Battery

Lampu Hadapan LED Penuh dengan Lampu
Hadapan Auto Hidup (AHO)Headlamp
Full LED with Auto
Headlamp On (AHO)

KERANGKA & SUSPENSI / Frame & Suspension

Jenis Kerangka Rangka Perimeter Jenis Rasuk
Frame Type Beam Type Perimeter Frame

Suspensi Hadapan Teleskopik, 43 mm ‘USD Fork’, Perjalanan 135 mm
Front Suspension Telescopic, 43 mm USD Fork, 135 mm Travel

Suspensi Belakang ‘Monoshock’ Boleh Laras Pelbagai Langkah dengan Nitrox, Roda Roda 110 mm
Rear Suspension Multi-step adjustable Mono shock with Nitrox, Wheel stroke of 110 mm

BREK & TAYAR / Brakes & Tyres

Brek Hadapan ABS, Cakera 320 mm
Front Brakes ABS, 320 mm Disc

Brek Belakang ABS, Cakera 230 mm
Rear Brakes ABS, 230 mm Disc

Saiz Tayar Hadapan 110/70-17
Front Tyre Size
Saiz Tayar Belakang 150/60-17
Rear Tyre Size

Savanna Green

Charcoal Black
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